2/platina

na/perforated sheet
/plate
‘o/folio

ceta/tread plate

rulo/coil
wirerod

isk/circle perforated coil




DILME TABLOSU / SLITTING TABLE

m’“ 0,18 - 3.00 mm

RULO KALINLIKLARI GALVANIZ 0.0 - 2.00 mm KESIM BOKUM TABLOSU
COIL THICKNESS SN TR CUTTING & PRESS BENDING TABLE

srmm'm 030 - 1,50 mm T _—
DILIM GENIgLIGI Min. 20 mm STEEL ﬁﬂm
STRIPWIDTH =
gg!in“g%mml Max. 1500 mm
ggtﬂ IC GAPLARI 508 mm 0.30 mm 1.50 mm 0.30 mm 4.00mm
L0 DN SATLAR Max. 1700 mm
RULD ASIRLIGI
COML WERGHT Max, 8 ton

iAo Akpinar Mah. Hasan Basrl Cad. No:3 (34885) Samandira - Sancaktepe (Kartal )/ Istanbul / TURKEY
bl BN TR % Tek +50-216-311 8065 (pbx) Faks: +90-216-311 2004 sepa@sepa.com.ir



| METAL CIns|

METAL TYPE

BOYALI ALUMINYUM BOYAL| GALVANIZ SAC
PREPAINTED ALUMINIUM PREPAINTED GALVANIZED STEEL

KALINLIK
THICKNESS {tnm)

0.70-1.00 0.40 - 0.80

BOYA CINs|
TYPE OF COATING

'STANDART BOYA POLYESTERDIFL ISTEE BAGLI OLARAK PVDF, POLYAMID VEYA PLASTISOL UYGULANARILIR
POLYESTER IS STANDART, PVDF, POLYAMID OR PLASTISOL CAN BE PROVIDED UJPON REQUEST

BOY
LENGTH

PANEL L ERIMIZ “CONTINUOUS PROCESS* TEKNOLOJiSi iLE ISTENILEN BOYDA DRETILMEKTEDIRL
SUSPENDED CEILING PANELS CAN BE PRODUCED AT ANY GIVEN LENGTH WITH "CONTINUOLIS PROCESS”

RENK
COLOA

'STANDART RENK RAL 3016. ISTEGE BAGLI OLARAK RAL KATALGGUNDAKI TUM RENKLER UYGULANABILIR.
STANDART COLOR IS 5076. ANY COLOR CAN BE APPLIED FROM RAL CATALOGUE

KORUYUCU FILM
PROTEGTIVE FILM

ORONLERIMIZIN TOMO UV FILTRELI POLIETILEN KORUYUCU FILM ILE KAPLIDIR.
ALL PRODUCTS ARE COVERED WITH UV FILTERED POLYETHYLENE FILM





































































